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Full 1080p HD (1920%1080) Video Laryngoscope
» Remote view using Smartphone Technology
« 9.8mm outer diameter, 4-way articulation
» 105cm working length
« Integrated LED lighting system
» Remote & Automatic Air/Water flushing
_ «“DEEP VIEW” Vascular Pattern Enhancement
[ « Image Processing: Auto range, hue,
' saturation sharpness,
white balance
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High Definition

EV-9828S HD Videoscope

« Full 1080p HD (1920*1080; MJPG)

« 9.8mm outer diameter, 4-way articulation

« 2.8mm biopsy channel

« 155cm working length

« Integrated LED lighting system

«“DEEP VIEW” Vascular Pattern Enhancement

- Image Processing: Auto range, hue, saturation sharpness, white balance

« 2x washing channels: one for lens & 0° for directed washing on tissue

« Interface with Android® Smartphone and/or Tablet, Medical Monitors
and Windows® PC with video and photo recording

EV-9828SG HD Equine Gastroscope e

« Full 1080p HD (1920*1080; MJPG)

+ 9.8mm outer diameter, 4-way articulation

+ 2.8mm biopsy channel

« 320cm working length

+ Integrated LED lighting system

«“DEEP VIEW” Vascular Pattern Enhancement

« Image Processing: Auto range, hue, saturation sharpness, white balance

« 2x washing channels: one for lens & 0° for directed washing on tissue

« Interface with Android® Smartphone and/or Tablet, Medical Monitors & Windows® PC
with video and photo recording



EV-7828P HD Videoscope

+720p HD (1280%*720; MJPG)

« 7.8mm outer diameter, 4-way articulation

« 2.8mm biopsy channel

» 155cm working length

« Integrated LED lighting system

«“DEEP VIEW” Vascular Pattern Enhancement

- Image Processing: Auto range, hue, saturation sharpness, white balance

« 2x washing channels: one for lens & 0° for directed washing on tissue

« Interface with Android® Smartphone and/or Tablet, Medical Monitors
and Windows® PC with video and photo recording
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EV-4422P Slim Videoscope

« Interpolated Resolution HD (MJPG)

+ 4.4mm outer diameter, 2-way articulation

« 2.2mm biopsy channel (requires 1.8mm instruments)

« 85cm working length

« Integrated LED lighting system

«“DEEP VIEW” Vascular Pattern Enhancement

« Image Processing: Auto range, hue, saturation sharpness, white balance

« 2x washing channels: one for lens & 0° for directed washing on tissue

« Interface with Android® Smartphone and/or Tablet, Medical Monitors
and Windows® PC with video and photo recording

EV-2812P Ultra-Slim Videoscope

« Interpolated Resolution HD (MJPG)

« 2.8mm outer diameter, 2-way articulation

« 1.2mm biopsy channel (requires 3FR/1.0mm instruments)

« 85cm working length

« Integrated LED lighting system

«“DEEP VIEW” Vascular Pattern Enhancement

- Image Processing: Auto range, hue, saturation sharpness, white balance

« 2x washing channels: one for lens & 0° for directed washing on tissue

« Interface with Android® Smartphone and/or Tablet, Medical Monitors
and Windows® PC with video and photo recording
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